


新廠於2014年底時設置於台中工業園區。

為了提供客戶高精度的產品，廠內配置了來自德國、澳洲及日本的世界知名CNC磨床，包含MAKINO
牧野精機最新型的全自動化CNC精密磨床 – MG30 & SS7。
 

同時也從日本及德國進口高品質的鎢鋼圓棒，為了更進一步穩定刀具的品質及提高產能，我們也設立

了塗層部門並配備三台鍍膜機及一台鈍化拋光機，所有產線配合本公司嚴格的品質控管制度及ISO 9001
規範，使每一支元駿銑刀都能完全符合客戶的期待。因為我們深切了解，唯有提供客戶精密高效的產

品，提升客戶產能及減少成本，才能贏取客戶的信賴並且建立長久的合作。

歷經多年來的辛勤耕耘，我們已成為台灣最大的銑刀製造商之一，並且累積了豐富的製造技術與行銷

經驗。LV 刀具被廣泛應用於模具製造、汽車工業、航太製造業、電子、各式機械零組件等各大領域，
客戶群遍布中國、日本、馬來西亞、泰國、中東、南非、匈牙利、土耳其、俄羅斯等40餘國。

為了提供更完善的服務，元駿國際也提供客戶代工服務及生產特殊鎢鋼刀具，

亦可依照客戶需求製造特殊規格的訂製品，滿足客戶在

相關領域的各式需求。

未來，我們將致力於實現研發、創新、

全球行銷與服務顧客，持續性的推出精

密高效的新產品，以滿足客戶在各大工

業領域對刀具的需求。

About Us 

元駿國際有限公司成立於1995年，提供專業

設計與製造精密鎢鋼銑刀及各式鎢鋼切削刀具

公司簡介
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In 2014, LV INTERNATIONAL set up its new factory in Taichung Industrial area.

world famous CNC tool grinders which made in Germany, Japan, and Australia. Including the MAKINO 
SEIKI CNC tool grinders “MG30 & SS7” which emphasis on its high precision and outstanding quality 
control management system.
We also choose high-quality carbide rod from Japan & Germany. To control the quality and increase the 

machine.

 
end mills manufacturer in Taiwan, and we have accumulated comprehensive experience in manufacturing and 

We export and supply our products worldwide covering more than 40 major industrial countries including China, 
Japan, Malaysia, Thailand, USA, India, Middle East, South Africa and Europe.

demand in the variety of Industries.

Established in 1995, LV INTERNATIONAL specializes in the design 
and manufacturing of various tungsten carbide end mills.

02



Variable End Mill with U-Flute 
不等螺旋&不等份R溝立銑刀

Features

 Applications

特色 

應用

03 LV International Co., Ltd.元駿國際有限公司

刀具被覆AlTiSiN塗層，氮化鋁鈦矽塗層相較一般塗層可
承受更高溫度，硬度表現及耐磨耗性也更為優異。

Coated with high-quality AlTiSiN. Compare with 
the traditional TiSiN, the AlTiSiN coating provides 
better high-temperature resistance, hardness, and 
durabil ity.

藉由不等螺旋的設計來減少切削時所產生的振
動，提高加工穩定性、加工速度及刀具壽命。

The variable design reduces operating 
vibrations. It improves the cutting stabil ity, 
cutting speed and lifespan.

884L-UP
Grain Size:0.4µm
Cobalt%:12%



04鎢鋼切削工具 專業設計製造

Cutting Condition 884L-UP切削條件表

Dimension 884L-UP 規格表
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0.32C

倒C角 Corner Chamfered 



Variable End Mill with U-Flute 
不等導程R溝立銑刀

 Applications 應用

05 LV International Co., Ltd.元駿國際有限公司

Features 特色 994L-UP
Grain Size:0.3µm
Cobalt%:9%



06鎢鋼切削工具 專業設計製造

Cutting Condition 994L-UP切削條件表

Dimension 994L-UP 規格表

0.06C

0.08C

0.10C

0.12C

0.16C

0.20C

0.24C

0.32C

倒C角 Corner Chamfered 



Variable End Mill with U-Flute 
不等導程R溝立銑刀

Features

 Applications

特色 

應用

07 LV International Co., Ltd.元駿國際有限公司

994L-UP+
Grain Size:0.3µm
Cobalt%:9%



08鎢鋼切削工具 專業設計製造

Cutting Condition 994L-UP+切削條件表

Dimension 994L-UP+規格表

0.06C

0.08C

0.10C

0.12C

0.16C

0.20C

0.24C

0.32C

倒C角 Corner Chamfered 



Variable End Mill with U-Flute 
不等導程R溝立銑刀

Features

 Applications

特色 

應用

09 LV International Co., Ltd.元駿國際有限公司

994L-UPV
Grain Size:0.3µm
Cobalt%:9%



10鎢鋼切削工具 專業設計製造

Cutting Condition 994L-UPV切削條件表

Dimension 994L-UPV規格表
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0.08C

0.10C

0.12C

0.16C

0.20C

0.24C

0.32C

倒C角 Corner Chamfered 



Variable End Mill with U-Flute 
不等導程R溝立銑刀

Features

 Applications

特色 

應用

11 LV International Co., Ltd.元駿國際有限公司

刀具被覆AlCrN塗層，氮化鋁鉻層能在高溫加工的環境下產生氧化鋁保護層，
延長加工壽命。同時具備光滑表面及摩擦係數小等特性，排屑性良好，特別
適用於加工不鏽鋼及鈦合金。

Coated with high-quality AlCrN, it provides excellent cutting 
performance & tool l ife in high-temperature conditions. With the 
features of silky coating surface and small friction coefficient, it 
leads to excellent chip removal abil ity. Especially suitable for 
cutting Stainless Steel & Titanium.

藉由不等導程的設計來減少切削時所產生的振動，提
高加工穩定性、加工速度及刀具壽命。

The variable design reduces operating 
vibrations. It improves cutting stabil ity, 
cutting speed and lifespan.

特殊雙R溝設計能有效進行斷屑及排屑。

The unique double U-Flute design 
leads to an incredible chip removal 
abil ity.

特別適和用於加工不鏽鋼及鈦合金。

Especially suitable for cutting Stainless Steel and Titanium.

特別適用於粗加工及開槽加工，同時也提供優異的加工表面精度。

Especially suitable for roughing & slotting. It also provides incredible cutting surface finish & 

high-precision.

由於塗層後再次對刀具進行拋光作業，使表面塗層的耐
久性得到了大幅的改善。他還可以使刀具壽命延長
200%-300%，加快進給速度並縮短切削時間。

Improvement of durabil ity for surface coating due to the 
drag polishing process after the coating. Not only brings a 
200-300 percent increases in tool l ife, but also faster feed 
rates, and reduce cutting time cycles.

884L-UPA
Grain Size:0.4µm
Cobalt%:12%



12鎢鋼切削工具 專業設計製造

Cutting Condition 884L-UPA切削條件表

Dimension 884L-UPA規格表
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Variable End Mill with U-Flute 
不等導程R溝立銑刀

Features

 Applications

特色 

應用

13 LV International Co., Ltd.元駿國際有限公司

刀具被覆AlCrN塗層，氮化鋁鉻層能在高溫加工的環境下產生氧化鋁保護層，
延長加工壽命。同時具備光滑表面及摩擦係數小等特性，排屑性良好，特別
適用於加工不鏽鋼及鈦合金。

Coated with high-quality AlCrN, it provides excellent cutting 
performance & tool l ife in high-temperature conditions. With the 
features of silky coating surface and small friction coefficient, it 
leads to excellent chip removal abil ity. Especially suitable for 
cutting Stainless Steel & Titanium.

藉由不等導程的設計來減少切削時所產生的振動，提
高加工穩定性、加工速度及刀具壽命。

The variable design reduces operating 
vibrations. It improves cutting stabil ity, 
cutting speed and lifespan.

特殊雙R溝設計能有效進行斷屑及排屑。

The unique double U-Flute design 
leads to an incredible chip removal 
abil ity.

特別適用於粗加工及開槽加工，同時也提供優異的加工表面精度。

Especially suitable for roughing & slotting. It also provides incredible cutting surface finish & 
high-precision.

特別適和用於加工不鏽鋼及鈦合金。

Especially suitable for cutting Stainless Steel and Titanium.

由於塗層後再次對刀具進行拋光作業，使表面塗層的耐
久性得到了大幅的改善。他還可以使刀具壽命延長
200%-300%，加快進給速度並縮短切削時間。

Improvement of durabil ity for surface coating due to the 
drag polishing process after the coating. Not only brings a 
200-300 percent increases in tool l ife, but also faster feed 
rates, and reduce cutting time cycles.

994L-UPA
Grain Size:0.3µm
Cobalt%:9%



14鎢鋼切削工具 專業設計製造

Cutting Condition 994L-UPA切削條件表

Dimension 994L-UPA規格表
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Variable End Mill
4刃立銑刀(不等份&不等螺旋)

Features

 Applications

特色 

應用

15 LV International Co., Ltd.元駿國際有限公司

884L-Z
Grain Size:0.4µm
Cobalt%:12%



16鎢鋼切削工具 專業設計製造

Cutting Condition 884L-Z切削條件表

Dimension 884L-Z規格表



U-Flute End Mill For Aluminum - Specular Type
鋁合金專用R溝銑刀

 Applications

17 LV International Co., Ltd.

應用

元駿國際有限公司

Features 特色 883L-AEP
Grain Size:0.4µm
Cobalt%:12%



Cutting Condition 883L-AEP切削條件表

Dimension 883L-AEP 規格表

18鎢鋼切削工具 專業設計製造



 Dimensions 規格表

Features 特色 

Anti-Vibration Tool Holder
鎢鋼抗震刀桿

19 LV International Co., Ltd.元駿國際有限公司



 Dimensions 規格表

Features 特色 

Anti-Vibration Replaceable End Mill Head
鎢鋼抗震刀頭

20鎢鋼切削工具 專業設計製造



66 Series HRC 45

HRC 45

HRC 55

HRC 65

77 Series

88 Series

99 Series

Product Classification
產品分類介紹

21 LV International Co., Ltd.元駿國際有限公司

鑄鐵、碳鋼、鐵材、合金鋼

Cast Iron, Carbon Steel, Steel, Alloy Steel

鑄鐵、碳鋼、鐵材、合金鋼

Cast Iron, Carbon Steel, Steel, Alloy Steel

鑄鐵、合金鋼、工具鋼、不鏽鋼、熱處理鋼

Cast Iron, Alloy Steel, Tool Steel, Stainless Steel, Heat Treatment Steel.

鑄鐵、碳鋼、鐵材、合金鋼

Cast Iron, Carbon Steel, Steel, Alloy Steel



HRC 65

HRC 65

99 NB Series

99 Plus Series

Diamond Coated End Mills石墨刀

HSS End Mills高速鋼銑刀

22鎢鋼切削工具 專業設計製造

鑄鐵、合金鋼、工具鋼、熱處理鋼
Cast Iron, Alloy Steel, Tool Steel, Heat Treatment Steel.




